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No. Machine norm Quantity Location Picture Remark

1
φ630-φ800 Japan style

pay-off
3set

Pay off

conductor

2 Straightening Workbench 1set
Conductor

straightening

3
φ80 Physical Foaming

extruder machine
1set

Conductor

coating

4
φ80 adjustable head

1set

Line product

molding

6
1.5 meters of movable

water tank
1case

Cooling the

wire

7 12 m fixed tank 1set
Cooling the

wire

8 The American blow-dry 2case Drying the wire

9 Φ800 Capstan Stand 1set

The wire

traction and

machine

interaction



10 12m Storage stand 1set

Storage the

wire and make

it better for

wire coiling

11 Measuring-meter platform 1set

Put up the

measuring-mete

r machine

12
Φ800 Dual axle wire

collecting machine
1set

The row wire

bar should be

35mm diameter

13 Electrical Control Box 1case

Control all

production

line

14 Spare Articles & Pieces 1suit
Use for machine

fix

Purpose of Equipment

This equipment is applicable to outer surface extrusion of wires and cables for

insulation materials such as PVC/PE

Technical Characteristics

1. Extrusion Wire Gauge: decide by customer

1) Inlet Wire Diameter:Φ1mm-Φ12mm

2) Finished Wire Diameter: Φ3 mm～Φ15 mm

2. Screw Diameter: the screw diameter is 80 mm.

3. Extrusion Capacity (when the head is turned on): Φ80 Machine=max200 kg/h



4. Linear Velocity: 5～400 m/min

5. Length of Production Line: 26 m

6. Installed Capacity: about 60 KW/h

7.Color: Blue/orange/computer gray

Main Configuration & Performance Parameters of Equipment

I：500-630 Pay-off stand

1、type： Double pay-off stand has axial type tension

2、The wire disc lift ： Leveraged energy design

3、diameter of axle：PD500-630

4、Tension unreeling device Pay-off tension spring is adjustable

II. Straightening Workbench

1. 5-wheel straightening, with the wheel diameter being Ø80 mm

2. A cross drum is provided both at the front and the back

3. A tool box is provided

III.Φ80 Extrusion Host

1) Applicable Material: PM—PE、PE

2) Maximum Extrusion Capacity: 100kg/hr.

3) Finished wire diameter:3-15mm

4) Mechanical Center Height: 1000mm

5) Ratio of Length and Diameter: 25:1

6) Compression Ratio: 1:2.8

7) Screw : Diameter:Ø80mm

Rotation Rate of Screw: 0—100RPM

Material of Screw: 38CrMoA1A alloy steel, whole tooth nitrogen treatment,

chrome-plated polished surface



8)Material of Screw Cylinder: diameter is Ø80mm, 38CrMoA1A alloy steel, nitrogen

treatment and precisely grinding. The surface hardness inside the screw cylinder is R2-3

degree higher than that of the front surface of the screw and the screw thread.

9)Gearbox: Imitation of Italian-type, hardened helical gear gearbox, material of cast steel,

oil-bath lubrication, tooth-face high-efficiency quenching and precisely grinding, the bottom

of the reduction box cooling the lubricating oil through by circulating cooling water, compact

construction, little noise.

10)Electric Heating: gross power is 12 kw , 380V, with even three-phase separated flow.

Screw cylinder electric heating zone 6, the cast aluminum heating ring heating is affixed

with cooling air duct.

Head electric heating zone 1, heating by cast aluminum heating ring.

Eye die electric heating zone 1, heating by the electro-thermal tablets.

11) Cooling: Screw cylinder zone 6, use 6 sets of cooling fans( 180W).

12) Control of Temperature: Use the automatic temperature control gauge made in

Yangming, Taiwan.

13)Host Motor: 40HP SIEMENS OF Germany, U.S Emerson inverter is adjustable.

14) clamp machine's head: using the ratchet quick wrench, chain transmission double

side clamping.

Ⅳ.Adjustable eccentric head

1.Center hole adjustable eccentric

2.Core body material:40Cr quenched and tempered + hard chrome plated

3.Adjusting nut into the line pipe tune templates and other materials: 40Cr quenched and

tempered + Surface Induction Hardening + hard chrome plated

4.Nose structure : single layer + encrusting or color bar: The monolayer + encrusting or

color bars

5.Flow path design: Bullets conical distribution , composite flow channel constant steady

Ⅳ.Drying machine and the automatic feeder

1）Feeding drying machine

a）Type:SHD-50 cylindrical

b)Capacity:100kg, Attached to the hot air electric dryer , barrel temperature and



heating time is set , electric heat and power plant 4KW Air supply 150W; attached

Perspective window, blocking plate and cleaning material temperature ducts

2)Automatic feeding machine

a)Type:SAL-600A Vacuum strength draw -type suction barrel placed on the

platform to side

b)Capacity:600kg/hr

c)delivery head: 4m

d) Exhaust fan motor:1 HP

Ⅳ.1.5 meters of movable water tank

1. Expansion water through with single-layer front end

1) Length: 1.5 m

2) Movement Scope: 0.8 m

3) One 0.7m primary water tank is equipped

4) Stainless steel is applied, with the thickness being 1.5 mm

Ⅶ.meter of Fixed water through with single-layer back end

1) Cooling Length: 12 m

2) W220*H200

3) Supported with 4 U-shaped racks, with the height being adjustable

4) Made of stainless steel , the thickness of 1.5MM

Ⅷ.American blow-off nozzle (2 )

PA material , split structure , convenient threading , drying effects

Ⅷ．Winding machine



1. Double-shaft driven: the capstan diameter is φ610 mm; the width of capstan groove is

20 mm; 4 grooves

2. Capstan power: The Siemens motor for driving 5HP, Japanese YASKAWA converter

for speed regulating, and in linkage with the main machine

3. Sealed stainless steel water tank, protecting the cooling water from splashing

4. Maximum linear velocity: 400 m/min，Four shift transmission

5. Falling wire device: prevent the capstan from sliding, thus ensuring a stable pull wire

speed

6. Linear velocity wheel and linear velocity measure and control head of photoelectrons

Ⅸ. Storage Stand

1. Type: horizontal, total length: 12m

2. Maximum accumulating wire length: 200 m

3. Accumulating wheel: Φ400 mm aluminum wheel

4. Motor power: 2HP worm wheel gear box

5. Tension control: 15 KG magnetic powder clutch + tension controller. After the

accumulated wire tension is manually adjusted, the tension controller can automatically

track the change of accumulated wire length, and then automatically adjust the tension.

6. Angle detection device: automatically control the take-up speed on basis of the

accumulating wire length

ⅩⅠ. Measuring-meter platform

The surface of measuring-meter wheel shall be polished and be plated with hard chrome;



a one-way bearing is installed in the measuring-meter wheel shaft to prevent the wheel

from reverse rotation. The measuring-meter wheel is equipped with a rubber coated trace

pressing wheel. The pressure of the trace pressing wheel can be adjusted, with the error of

measuring meter being ±0.5%.

ⅩⅡ.Biaxial winding machine

1. Type: manually-operated replaceable take-up machine, for shaft-amounted or

in-bundle purpose.

2. Applicable shaft diameter: PD630-800

3. Shaft assembling and disassembling: manually operated

4. Drive motor: The Siemens motor for driving 7.5HP, and U.S. Emerson converter for

speed regulating

5. Meter counter: 6-digit, double setting; reduce speed when a warning is forecasted;

automatically stop when the specific meter is reached.

6. Traversing: a 30 rolling rings traverse drive is applied for traversing, with both the pitch

and amplitude being adjustable.

7. Being controlled in linkage with the storage stand; automatic looping; non-stop when

replacing the tray

ⅩⅢ. Electrical Control Box

Electric Control Box(Manual and PLC Automatic Control, dual control system)
1．Electric control principle

This system makes centralized operation and processing with the programmable logic

controller (PLC) provided by Germany Siemens and realizes the following automatic and



accurate control with some special modules and components of Siemens:

1) Speed control: regulating speed by Yaskawa, it can trace the motor parameters

automatically and obtain greater torque and more steady speed under the super low speed

by changes of speed mould, vector control of magnetic flux, on-line auto adjustment and

avoiding the effects of motor temperature. Meanwhile, the PLC adjust the host and the

coordinated control of wire take-up, wire storage and wire rewinding to their own best

conditions, so as to ensure the stabilization of line diameter ΦD in the Ac/Dc process of

production line, improve the production efficiency and reduce the production cost.

2) Temperature control: adopting the Siemens EM231 temperature control mould and PLC
automatic control, replacing normal contactor with the FOTEK solid state relay, and with the

characteristics of high precision and long life.

3) Control panel: with the (10.4 color) touch screen of Siemens, operation parameters such
as show temperature, set temperature and machine speed, friendly operation interfaces

such as host and take-up single and coordinated control, stop selection for broken, fault

display, operation record and so on, humanization design and simple, easy and safe
operation.

2. Main Electric Control Box

1) 11-level PID automatic temperature control system, ammeter, voltage meter and digital
meter counter.

2) Line diameter remote indicator of outer diameter testing and controlling instrument

3) Power display, power switch and emergency switch
4) Host and take-up synchronization control system

5) Single and coordinated control of system

6) Setting a certain meter and broken to stop automatically
7) Line speed meter/ meter counter of FOTEK, contactor of Taiwan Shilin, switch button

of Taiwan Tend, relay of Japanese Omron and other main electric elements imported

from Japan and Taiwan.
3. Tension control box of wire storage support

Wire storage support’s start/stop, tension adjustment and so on.

4. Electrical box of wire-rewinding machine
1) Control switch of wire rewinding machine

2) Meter counter and stop selection for a certain meter

3) Alarm for a certain meter
4) Regulation switch of wire rewinding speed



5) Emergency switch for whole line

ⅩⅣ. Spare Articles & Pieces

1. A set of die head (the customer shall provide relevant dimensions)

2. A set of tools and toolbox is provided additionally

3. A copy of Operation Instructions & technical documents


